


Wide, deep tread

Provides more tread volume for long tread 
life and outstanding on-highway traction.

Optimized groove shapes

Discourage stones  
and jobsite debris from  
being trapped in tread  
grooves – for durability  
and retreadability. 

Extra chafers  
shield bead

Dual nylon chafers bolster 
bead protection for long  
life and retreadability.  

 Warranty and additional technical information is available from BridgestoneTrucktires.com, your dealer or truckstop.

Fact: Bridgestone casings are #1 when it comes to retreadability. It’s true: BASys® data from over 2 million Bridgestone, Goodyear and 

Michelin brand casings recorded between June 2009 and November 2010 prove that Bridgestone had the lowest percentage of tires  

that could not be retreaded due to conditions relating to casing construction. Confirming what fleet managers have always known:  

A Bridgestone tire investment is a smarter tire investment. Get the facts at retreadinstead.com.

M853 Innovations

Prove it to yourself. Run the only test that really matters: Try the M853 on your 
trucks, on your routes and with your drivers – in short, in your real world. See for yourself how  
the M853 can cut your cost per mile. Call your dealer today!

Tough sidewall 
protection 

Employs thick ribs  
on both sidewalls  
that fight curbing, 
cuts, snags and 
worksite damage  
to protect casing.
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     Maximum Tire Load             Maximum Tire Load
  Single              Dual        Static Overall Revs. Tread     Max

 Tire Load Article Weight Meas. Overall Overall Loaded Width Per Depth     Speed 
 Size Range No. (lbs.) Rim Diam. Width Radius (Loaded) Mile (1/32”)         kg@kpa         lb@psi             kg@kpa                lb@psi (mph)

   11R22.5 H 225-000 138 8.25 41.8 11.2 19.4 12.3 497 25 3000@830 6610@120 2725@830 6005@120 65

   12R22.5 H 225-051 149 9.00 43.2 11.7 20.0 12.8 481 25 3350@830 7390@120 3075@830 6780@120 65

   11R24.5 H 225-034 147 8.25 43.9 11.2 20.5 12.3 474 25 3250@830 7160@120 3000@830 6610@120 65

Special tread 
compounds

Resist cuts, chips, 
tears and irregular 
wear, for long  
original tread life. 

Computer-designed  
all-steel casing

Four steel belts and a strong 
steel body ply for outstanding 
durability and retreadability. 
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